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General Accessories 

 

Temperature probes 
 
Temperature probe (ambient) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Temperature probe (surface) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Antennas 
 
Active GPS antenna 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Cellular antennas 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Description Part number 

3G Antenna 1A3GANT 

4G Antenna 1A4GANT 

 

 
 

Figure 1: Temperature probe (ambient); Weight: 150g; 

Cable length: 3m; Part number: 1ATEMPSENAMB 

 
 

Figure 2: Temperature probe (surface); Weight: 200g; 
Cable length: 3m; Part number: 1ATEMPSENSUR 

(magnetic mount) 
 

 
 

Figure 3: Active GPS antenna; Weight: 100g; Cable 
length: 3m; Operating voltage: (2.5-12) VDC current: (11-

13) mA; Operating frequency: 1.575.42MHz 

Part number: 1AGPSANTM (magnetic mount) 

 
 

Figure 4: T-bar penta-band cellular antenna 
Cellular technologies: GSM / CDMA / PCS / DCS / UMTS / 

WCDMA; IP rating: IP67 (waterproof); Weight: 40g; 

Dimensions (L x W x H) mm: 105.7 x 14 x 6.5 
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Combined GPS + Cellular antennas 

 
Description Part number 

GPS / 3G Antenna 1AGPS3GANT 

GPS / 4G Antenna 1AGPS4GANT 

 
DC power adaptor 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Communications cable 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Instrument bags 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

Figure 5: Regulated DC adaptor; Input voltage: (110-240) 
Vrms; Rated output: 12VDC at 1.5A; Weight: 150g; Cable 

length: 1.8m; Part number: 1ADC12VPS 

 
 

Figure 6: USB lead for MIRO; Weight: 50g; Cable length: 

2m; Part number: 1AUSBMINIB (a mini-B connector) 

 
 

Figure 7: Carry bag; Main pocket, front pocket, padded 
divider, textured rubber shoulder strap with twisted clip 
and business card pocket; Dimensions (L x W x H) mm: 

290 x 160 x 280; Weight: 500g; Part number: 1ACBP4 
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